
PARTS LIST

Enjoy your new chair

1

Argyle All Purpose 
Chair

Model # MN-AP-02

Attach the black mounting bracket (D) to the 
hydraulic base with a bolt. Use a wrench to 
firmly secure in place. 

Under the chair top (A), remove the bolt to 
remove the pneumatic (F).
Once removed, back rest will be released. You 
can now add remaining bolts (E) to secure to 
the base (D). Tighten all the bolts.
Replace the pneumatic once all the bolts have 
been secured. Leave the bolt screwed losely for 
the chair to function properly. DO NOT 
TIGHTEN.

Rotate the indention (G) in the reclining 
lever. 
Insert the bracket and insert the handle 
(H) through.
Align the indention with the threaded 
insert and secure your bolt. Tighten this.
Dettach the screws from the bracket, then 
use these to secure foot Rest (C).

Part Qty. Description

A

B

D

C

Base and Hydraulic1

1

Chair Top

Footrest bar

Bracket

1

If you have any questions or problems
during assembly please call our

customer service at 1.888.332.0123

Thanks for choosing Minerva!
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B

D
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1

1

1
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B
C

D

Bolt + washer + lock washerE 4

*Open all boxes to 
check for parts before 
beginning assembly.

Tools required (included):

Allen wrench 
Wrench (included)

! ALWAYS KEEP HYDRAULIC BASE UPRIGHT. THE HYDRAULIC
 SHOULDNOT BE STORED OR TURNED UPSIDE-DOWN!

! SEEK HELP TO DO THIS STEP!

Assembly instructions:
2

3

5

A
Take the chair top (A) and place on top of the 
hydraulic base. Slide in the mounting bracket 
(D) to pneumatic pump. Secure using Bolt, 
washer and lock washer (E).
Add each bolt without tightening too much.
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Pneumatic PumpF 1

3 4

D
E

A

D

E

F

Remember to always keep the 
hydraulic upright. Also be sure

not to stand solely on the footrest.

Indention with BoltG 1
HandleH 1
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